
Introducing the English Acoustics Stereo 41c, an Evolution of  
Excellence. Taking inspiration from our acclaimed Stereo 21c,  
this amplifier incorporates the same key safety features and  
renowned sound quality.

Crafted exclusively in Britain, the Stereo 41c showcases our  
bespoke transformer and circuitry design, ensuring exceptional 
performance. Its automotive painted steel chassis, CNC-machined 
billet end caps, and meticulous attention to detail mirror the  
precision of watch making, resulting in a perfect harmony of  
aesthetics and sound.

Experience the distinctive quality that defines our amplifiers  
with the English Acoustics Stereo 41c. It is a testament to our  
commitment to delivering unparalleled excellence in every aspect 
of audio reproduction.

The Stereo 41c



For all enquiries please email our team

sales@englishacoustics.co.uk
Alternatively you can talk to us on 

+44 (0) 1249 736180

Main Features include: 
n	 	 Improved timeless classic design hand made in Wiltshire, England
n	 	 Automotive-grade metallic paint finish available in any conceivable colour
n	 	 Balanced studio XLR Inputs and phono inputs
n	 	 Thermal, vibration and tilt safety cut out
n	 	 Digital LCD hour meter
n	 	 Remote power on available as an option
n	 	 World-class hand-wound transformers from local manufacturer
n	 	 Ceramic gold-plated valve sockets
n	 	 Point to point hand-wired valve sockets with lead-free silver solder
n	 	 Paper in oil capacitors
n	 	 Medical grade power inlet filter
n	 	 Custom English manufactured fixings
n	 	 Comprehensive one year warranty

Specifications
n	 	 At least 30W per channel ultra-linear
n	 	 Less than 0.1% distortion
n	 	 SNR: Better than 90dB reference @ 10W
n	 	 Frequency response: 8Hz - 68kHz (0 dB, -3dB)
n	 	 CAD designed steel chassis with laser cut details
n	 	 Transformer end-caps CNC machined from billet aluminium
n	 	 Electronic over current safety cutout for each output valve
n	 	 Measurement: 185mm High. 308mm Wide. 370mm deep
n	 	 Weight: 24kg
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